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Product overview

Fugato Compact  

general lighting

Fugato Full-Metal  

general lighting
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accent lighting
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Scrabble gridlights 

recessed
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Selection guide – Recessed luminaires

Luminaire 

family

Product 

range

Page Light distribution Module

dimension (mm)

Air

handling

Number

of lamps

Lamps

Symmetric Asymmetric Double

asymmetric

In length In width Fluorescent Compact

fluorescent

TL5 TL5-C TL-D PL-L

2.10 • 300 300 2,3,4,6 •

Savio

TBS760/770 
Philips indoor luminaires2.2 Recessed luminaires

Rotaris

 TBS740 2.20 • n.a. n.a. • 1 •
TBS741 2.22 • 600 600 • 1 •

Celino

TBS690 2.26 • 300 none • 1 •
TBS692 2.28 • none none • 1 •

SmartForm

TBS460 2.34 • 300 300 • 1,2,3,4 •
TBS461/471 2.40 • 300 300 2,3,4,6 •

TBS490

TBS490 2.52 • 300 none 1,2 •

TBS600

TBS600 2.56 • • • 300 none • 1,2 •

Indolight

TBS315 2.64 • • • 300 150 • 1,2 • •
TBS318 2.68 • • • 300 185 • 1,2 • •
TBS330 2.76 • • • 300 300 • 1,2,3,4 •
TBS340 2.72 • • • 300 150 • 1,2 • •

FBS330

FBS330 2.80 • 300 300 • 2,3 •

EFix

TBS260 2.86 • 300 300 • 2,3,4 •

Impala

TBS160 2.94 • 300 300 • 2,3,4 •
FBS160 2.98 • 300 300 2,3 •
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MASTER TL5 lamps
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Recessed luminaires

• Luminaires bounce light off the ceiling
• Indirect lighting effects such as wall-washing
• High-ceiling applications

they do in natural daylight. Moreover, objects are shown in their true, natural colors. Therefore these lamps 
are the best choice for color-critical applications.

Philips MASTER TL5 ActiViva lamps contain an optimized amount of blue light and in this way not only 
provide high-quality lighting, but also directly affect the way people feel. People indicate that they feel more 
active, vital and alert when working under Philips ActiViva lamps.

• Improves early diagnosis of pathophysiological conditions that can be detected by changes in skin color

blood samples

• A unique protective coating makes the lamp shatterproof

• Cost-effective way to meet the relevant safety standards in the food industry  

T5 circular lamps, Philips MASTER TL5 Circular lamps use Amalgam technology, which helps 

• More light, thanks to the wider operating temperature range

• Best performance in hot or cold-temperature applications 

For areas where special color effects and/or color ambiances must be created, there is a range 
of red, green and blue MASTER TL5 lamps.

Philips MASTER TL5 Xtra lamps and HF-P Xtreme gear for  
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ceilings

Light source

Lamp included

Gear

Material

Main applications

Where relevant, for detailed descriptions of Lighting Controls we refer you to chapter 11, and descriptions for e.g. optics/optical covers, lamps data, photometrical diagrams, etc. to the respective sections in chapter 12.
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Preferred selection
Product ID

3.27

3.27

Recessed luminaires
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Preferred selection
Product ID

Preferred selection
Product ID

3.33

Preferred selection
Product ID

3.33

Preferred selection
Product ID
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Preferred selection
Product ID

3.37

Preferred selection
Product ID

3.34

Accessories

Product ID

Preferred selection
Product ID

3.42

3.34
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Impala

ceilings

Light source

Lamp included

Gear

Material

accessories in concealed and plaster ceilings 

Main applications

Where relevant, for detailed descriptions of Lighting Controls we refer you to chapter 11, and descriptions for e.g. optics/optical covers, lamps data, photometrical diagrams, etc. to the respective sections in chapter 12.

Preferred selection
Product ID
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Preferred selection
Product ID

4.42

3.54

Preferred selection
Product ID

4.45

Preferred selection
Product ID

4.25

3.28

Preferred selection
Product ID

3.37

Preferred selection
Product ID

4.22

4.24
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Preferred selection
Product ID

3.88

3.38

Preferred selection
Product ID

3.33

Accessories

Product ID

Set of plaster clips for recessed 

Product ID

the luminaire

Product ID Product ID
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Suspended and surface-mounted luminairesPhilips indoor luminaires

Selection guide – Suspended and surface-mounted luminaires

Product range Light distribution Number of lamps Lamps

Indirect Asymmetric Double asymmetric Fluorescent Compact fluorescent

TL5  TL5-C TL-D PL-L

EFix

TPS262 1,2 •
TCS260 1,2 •

Finess

TCS198 1,2 •

Centura2

TCS160 1,2,4 •

Modella

TCS125 1,2 • •

SuperOmni

TCH481 • 2,4 • • •

Wall-mounted luminaires

Savio

TWS760 2 •

Arano

TWS640 1 •

Celino

TWS680 1 •

Free floor-standing luminaires

Savio

FFS764 3 •
TFS764 3,4 •

Arano

FFS644 2,3 •
TFS644 4 •

Celino

FFS684 2 •
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MASTER TL5 lamps

Suspended and surface-mounted luminaires

Philips MASTER TL5 – the perfect 

gear and controls.
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MASTER TL5 lamps

Suspended and surface-mounted luminaires
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Best environmental choice
Environmentally, Philips MASTER TL5 lamps and gear offer the highest energy 

2 emissions. All 
products are RoHS-compliant. MASTER TL5 lamps use less glass, metal and 

www.philips.com/mastertl5

Innovative luminaires
Philips has a history of innovative advances in optic design, including the renowned 

launch of the MASTER TL5 lamp. Continuing this tradition, our latest luminaires 

Lighting controls for MASTER TL5 lamps
Philips offers control systems that switch the lights off when an area is vacated 

MASTER TL5 lamps with Philips electronic (HF) gear

work perfectly together, because they have been designed, developed, tested and 

over-voltage detection and extends lamp life.
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MASTER TL5 ActiViva 
Active and Natural
• 24 W, 49 W and 54 W
• Color Rendering Index >80
• Lumen output:  

24 W: 1650
49 W: 4100
54 W: 4250

MASTER TL-D ActiViva 
Natural
• 18 W, 36 W and 58 W
• Color Rendering Index >80
•  Lumen output:  

18 W: 1300
36 W: 3250
58 W: 5000

ActiViva Natural lamps 
provide natural, cool light that contains 25% more blue light than existing cool-
daylight lamps, and combine well with other light sources in existing installations. 
They are available in TL5 and TL-D versions.

ActiViva Active lamps 
are available in TL5 and provide extremely cool light with 85% more blue light than 
current cool-daylight lamps. Due to the high blue light content, these lamps can 
create a real sky effect. 

install.

www.philips.com/activiva
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Strato
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The 1200 x 1200 mm Strato module has a translucent PMMA cover with an integrated 
patented diffuser to create a virtually homogeneous luminous surface. The cover can be 
suspended via a damped spring locking system to facilitate easy maintenance. Multiple Strato 
modules can be connected.

used in rooms with relatively low ceilings. Strato can be suspended or wall-mounted.
Strato comes in two versions:
Strato Sky features 4 x 2 x TL5 28 W lamps and light colors 827 and 865 for color mixing. 
Strato Rainbow features 4 x 3 x TL5 28 W lamps and light colors red, green and blue for color 
mixing.
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Strato

Suspended and surface-mounted luminaires

Strato

Light source

Lamp included

Gear

Material

Main applications

Where relevant, for detailed descriptions of Lighting Controls we refer you to chapter 11, and descriptions for e.g. optics/optical covers, lamps data, photometrical diagrams, etc. to the respective sections in chapter 12.

an integrated diffuser

Preferred selection
Product ID Weight 
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Strato

Suspended and surface-mounted luminaires
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  Accessories
Product ID

facilitate maintenance.
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Savio has an edge-to-edge lighting appearance with a uniform and comfortable brightness 
impression – a real ‘surface of light’. The micro-lens optic consists of a single plate and is 
embedded in a housing made of high-quality natural anodized aluminum. Savio ensures optimum 

that varies over the course of the day or is set according to personal preference.
Savio is available as a full range: suspended, surface-mounted, recessed, free-standing and wall-
mounted.
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luminaire.

Savio’s design also allows multiple luminaires to be connected in a line or block arrangement, 
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Micro-lens optic

m<1000 cd/m2

UGRR

This means no disturbing glare on PC or laptop screens, regardless of where they are positioned in the room. 

The micro-lens optic provides a uniform light distribution, ensuring an even and comfortable brightness  
impression – a real ‘surface of light’. The micro-lens optic is secured by a translucent rim around the luminaire.

The patented micro-lens optic design uses conical lenses with inverted tops that are positioned in a square 

high-precision lenses per square centimeter.

Edge-to-edge lighting The principle The cone 

They will be places where people come together to think, communicate and create. This vision has driven the design  

luminaires to be connected in a line or block arrangement.

Line arrangement
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Savio

Light source

Lamp included

Gear

Connection Push-in connector 

Material

r m
2 at  > 

Main applications

Where relevant, for detailed descriptions of Lighting Controls we refer you to chapter 11, and descriptions for e.g. optics/optical covers, lamps data, photometrical diagrams, etc. to the respective sections in chapter 12.

A B

28W, 54W 1100 1259

35W, 49W, 80W 1400 1559
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lighting

Preferred selection
Product ID Weight 

lighting

Preferred selection
Product ID Weight 
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Savio

Light source

Lamp included

Gear

Connection Push-in connector 

Material

r m

2 at 

Main applications

Where relevant, for detailed descriptions of Lighting Controls we refer you to chapter 11, and descriptions for e.g. optics/optical covers, lamps data, photometrical diagrams, etc. to the respective sections in chapter 12.

A B

28W, 54W 1100 1259

35W, 49W, 80W 1400 1559
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and CVC

Preferred selection
Product ID Weight 

and CVC

Preferred selection
Product ID Weight 

Accessories

Product IDProduct ID

all coupling and suspension elements 

and color temperature.

separate ceiling cap is included for the 
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Savio

Light source

Lamp included

Gear

Connection Push-in connector

Material

r m
2 at

Main applications

Where relevant, for detailed descriptions of Lighting Controls we refer you to chapter 11, and descriptions for e.g. optics/optical covers, lamps data, photometrical diagrams, etc. to the respective sections in chapter 12.

A B

28W, 54W 1100 1259

35W, 49W, 80W 1400 1559
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Preferred selection
Product ID

Preferred selection
Product ID
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Savio

Light source

Lamp included

Gear

Connection

Material

r m
2 at

Main applications

Where relevant, for detailed descriptions of Lighting Controls we refer you to chapter 11, and descriptions for e.g. optics/optical covers, lamps data, photometrical diagrams, etc. to the respective sections in chapter 12.

A B

28W, 54W 1100 1259

35W, 49W, 80W 1400 1559
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Preferred selection
Product ID Weight  

Preferred selection
Product ID

temperature.
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Rotaris recessed Rotaris surface-mountedRotaris suspended

Rotaris – the perfect form

the optic continues in the outer rim and the housing since it is all made out of 
one single piece of material.

With the surface-mounted version, some light is directed towards the ceiling to create a 
smooth transition between the ceiling and the luminaire. The suspended versions offer a choice 
of direct or direct/indirect light distribution. Glare is controlled in all viewing directions by 

Within the Rotaris family, a complete range of surface-mounted, recessed and suspended 
luminaires is available.
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Rotaris

Light source

Lamp included

Gear

Connection

Color

detector

Material

m
2 at 

Main applications

Where relevant, for detailed descriptions of Lighting Controls we refer you to chapter 11, and descriptions for e.g. optics/optical covers, lamps data, photometrical diagrams, etc. to the respective sections in chapter 12.

Preferred selection
Product ID Weight 
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Rotaris

Light source

Lamp included

Gear

Connection

Color

detector

Material

Main applications

Where relevant, for detailed descriptions of Lighting Controls we refer you to chapter 11, and descriptions for e.g. optics/optical covers, lamps data, photometrical diagrams, etc. to the respective sections in chapter 12.

luminaire

Preferred selection
Product ID Weight 

  Accessories
Product ID Description

Aluminum centerpiece and clear 
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Celino surface-mounted

Celino suspended

Celino features Philips’ aluminum micro optic with 3D lamellae, which ensures optimum visual 

Made of natural anodized aluminum, the housing of Celino is a mere 71 mm wide and has 
die-cast-aluminum end caps. The design allows multiple luminaires to be connected in a line 
arrangement.
Celino is available as a full range – suspended, surface-mounted, free-standing, recessed and 
wall-mounted – for maximum freedom in application.
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Celino

Light source

Lamp included

Gear

Material

r m
2 at  > 

connection and suspension parts and through-

Main applications

Where relevant, for detailed descriptions of Lighting Controls we refer you to chapter 11, and descriptions for e.g. optics/optical covers, lamps data, photometrical diagrams, etc. to the respective sections in chapter 12.

A B

28W, 54W 1120 1220

35W, 49W, 80W 1420 1520
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A B

28W, 54W 1120 1220

35W, 49W, 80W 1420 1520

Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 
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Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 



Philips indoor luminaires 3.37Suspended and surface-mounted luminaires

Su
sp

en
de

d 
an

d 
su

rfa
ce

-m
ou

nt
ed

 lu
m

in
air

es



Philips indoor luminaires3.38 Suspended and surface-mounted luminaires

Celino

Light source

Lamp included

Gear

Connection Push-in connector

Material

r m
2 at  > 

Main applications

Where relevant, for detailed descriptions of Lighting Controls we refer you to chapter 11, and descriptions for e.g. optics/optical covers, lamps data, photometrical diagrams, etc. to the respective sections in chapter 12.

A B

28W, 54W 1000 1220

35W, 49W, 80W 1300 1520

A B

28W, 54W 1000 1220

35W, 49W, 80W 1300 1520
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Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 
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Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 
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Arano surface-mounted

Arano suspended

arrangements.
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Arano

Light source

Lamp included

Gear

Material

ceiling caps 

r m
2 at  > 

Main applications

Where relevant, for detailed descriptions of Lighting Controls we refer you to chapter 11, and descriptions for e.g. optics/optical covers, lamps data, photometrical diagrams, etc. to the respective sections in chapter 12.

A B

28W, 54W 1207 1252

35W, 49W, 80W 1507 1552
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A B

28W, 54W 1207 1252

35W, 49W, 80W 1507 1552

Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 
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Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 
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connected in a line arrangement
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Arano

Light source

Lamp included

Gear

Material

r m
2 at  > 

Main applications

Where relevant, for detailed descriptions of Lighting Controls we refer you to chapter 11, and descriptions for e.g. optics/optical covers, lamps data, photometrical diagrams, etc. to the respective sections in chapter 12.

A B

28W, 54W 1000 1252

35W, 49W, 80W 1300 1552

A B

28W, 54W 1000 1252

35W, 49W, 80W 1300 1552
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Preferred selection
Product ID Weight 

Preferred selection
Product ID Weight 



4.2

The MLO ensures optimum light distribution and full glare control in compliance with the 



4.3

DimmingActiLume SwitchMLO optic

2



4.4





Where relevant, for detailed descriptions of Lighting Controls we refer you to chapter 11, and descriptions for e.g. optics/optical covers, lamps data, photometrical diagrams, etc. to the respective sections in chapter 12.

Preferred selection
Weight 









Where relevant, for detailed descriptions of Lighting Controls we refer you to chapter 11, and descriptions for e.g. optics/optical covers, lamps data, photometrical diagrams, etc. to the respective sections in chapter 12.

Preferred selection
Weight 
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Photometrical diagrams



©2008 Koninklijke Philips Electronics N.V.
All rights reserved. Reproduction in whole or in part is prohibited without the prior written consent of the copyright owner. The information presented 
in this document does not form part of any quotation or contract, is believed to be accurate and reliable and may be changed without notice. 
No liability will be accepted by the publisher for any consequence of its use. Publication thereof does not convey nor imply any license under patent- 
or other industrial or intellectual property rights.

Document order number: 3222 635 50861


	index: 
	Button2: 


